
 
 

 

Technical Data Sheet 
 
 
 
 
 

Cleaner 306 
 

Is designed to remove rust stains from iron, steel, porcelain, 

terrazzo, ceramic tiles and glass.  

 
Advantages 

Dilute with water  

Can be sprayed directly onto surface 
 

 
 

Use 

Rust removal for most surfaces 

 
 

Technical Properties 

Appearance     Clear 

Boiling Point     Approx. 100 

Percentage volatiles    Approx. 60-70  

Solubility in water    Complete 

Specific Gravity    1.18 

Odour     Sour 

Flash Point     Non Flammable 

pH (concentrate)    1.0-1.5 

pH (use in dilution)    1.5-2.0 (1:100) 
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Application 

Before applying Cleaner 306, remove all loose scale, dirt and rust by brushing or 

sweeping. 

Miteq Cleaner 306 can be applied undiluted for badly rusted and soiled surfaces, or 

dilute with water up to 1:10 for removal of tarnishes and maintenance. 

Application can be by spraying or brushing onto surface, agitate after leaving for 15 

minutes then rinse and clean with water. 

 
Shelf Life 

Indefinite when stored in unopened containers in a cool dry place. 

 

Packaging 

Available in non-returnable 1, 5 & 20 litre containers. 

 
Handling & Use 

Wear rubber gloves/eye protection/clothing. Avoid eye and skin contact. Open 

windows in enclosed spaces. Increase ventilation in event of spills. 

Consult MSDS and real label on container before use.  

 

 

 

 

 

 

 

 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The technical information and suggestions contained herein are believed 

to be reliable, but since the conditions of use are beyond our control, 

they are not to be construed as warranties. 


